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Notes:
Cable: USB 3.1 Thin Cable, OD: 3.2mm1.
Connector: USB 3.0 A Male, Black2.
Connector: USB 3.1 Type-C Male, Single Screw Locking3.
Packaging: 1 Piece + PE bag.4.
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WIRING STRUCTURE
USB Type-C 

Plug(P2) Wire USB 3.0 A Plug(P1)

Pin Signal 
Name

Wire 
Number

Signal 
Name Pin Signal 

Name

A1,B1,
A12,B12 GND 1, 7, 10

GND,
SDP1_DRAIN

, 
SDP2_DRAIN

4,7
GND,

GND_DRAI
N

A4,B4
,A9,B9 VBUS 2 PWR_VBUS1 1 VBUS

A5 CC
B5 VCONN
A6 Dp1 3 UTP_Dp 3 D+
A7 Dn1 4 UTP_Dn 2 D-
A2 SSTXp1 5 SDPp1 6 StdA_SSRX+
A3 SSTXn1 6 SDPn1 5 StdA_SSRX-
B11 SSRXp1 8 SDPp2 9 StdA_SSTX+
B10 SSRXn1 9 SDPn2 8 StdA_SSTX-

SHELL Shield Braid Shield SHELL Shield
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UNLESS OTHERWISE SPECIFIED
DIMENSIONS ARE IN MILLIMETERS
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FRACTIONS    DECIMALS      ANGLES

 NA .X      0.5
.XX    0.25
.XXX  0.125
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PART NUMBER:

U3S3A01C14-010

TITLE:
USB 3.1 Thin, A Male to Type-C 
Male Single Screw Locking, 
1m, Black.
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THE WRITTEN PERMISSION OF NEWNEX
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*Both shell clam and copper foil have 360 degree contact with braiding
*100% OPEN, SHORT, MISWIRE TESTING                     *RoHS compliant product 
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