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DETAIL B
SCALE 2 : 1Pin A1

P1 P2

USB Type C Male to IP67 Type C 
Female With Locking Holes, 1m, Black.

U4S5CP8LC01010

Notes:
Cable: USB 3.2 Full Feature Cable, TPE Jacket.1.
Connector: USB 3.2 Type C Male.2.
Connector: USB 3.2 IP67 Type C Female Panel Mount ,3.
M2 Threaded For Locking, 4.5mm Deep,                    
M2 Threaded For Panel Mount, 5mm Deep. 
Packaging: 1 Piece + PE bag.4.

WIRING STRUCTURE
USB Type-C 

Male SIGNAL
USB Type-C 

Female
PIN PIN

A1, B1, A12, B12 GND_PWRrt A1, B1, A12, B12
A4, B4, A9, B9 PWR_Vbus A4, B4, A9, B9

A5 CC A5
B5 PWR_Vconn B5
A6 UTP_Dp A6, B6
A7 UTP_Dn A7, B7
A2 SDPp1 A2
A3 SDPn1 A3
B11 SDPp2 B11
B10 SDPn2 B10
B2 SDPp3 B2
B3 SDPn3 B3

A11 SDPp4 A11
A10 SDPn4 A10
A8 SBU_A A8
B8 SBU_B B8
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